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-bases of the system

2º.-The panels are cut by both faces
transforming them in “STRIPS”.

3º.-The ducts are always built of 
“FOUR SEPARATE FACES” : STRIPS

There are three types of STRIPS:
1- Strip Normal:   “SN”

          2- Strip Plus:   “SP” 
          3- Strip Special:   “SS”

4º.-The longitudinal unions are glued with special glue.
The external longitudinal angles are sealed
with aluminium tape of 75mm of width.
The internal longitudinal angles are
sealed with special silicone. 
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3.000mm

3.000mm

3.000mm

aluminium tape 75mm

special Pir-Alu glue

special silicone sealant

1º.-The panels are alway cut in
 longitudinal sense: “3.000mm”.



SN

45º
45º

SP

45º
45º

SN

SN

SNSN

SP

SP

Cut legthwise by both sides to
45º rigth and left.
Differents measures.
It is recommended to adapt
to measures recommended
by Ashrae, Smacna, Iso,
Une, Din, etc...

Cut lengthwise by both sides
with the same inclination from
the cut to 45º rigth or left.

Combining four strip type normal
(SN) you get an duct.
To get a duct take two strips normal
(SN) of the width (W) measure
and two of the height (H).
The measures are always
internal of the duct.

SN

SN

SNSN

W

H

They are used as supplement to
form section bigger then 1.116mm.
They unite with glue and
aluminium tape to a strip
normal (SN).

-strip normal: SN

-strip plus: SP-manual pir-alu
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Example: to get an section
of 1.400mm you can take

one strip normal (SN) of
160mm and to couple an
strip plus (SP) of 240mm.



-strip special: SS 

90º

SS

45º

Cut lengthwise by both sides, one
straigth 90º and other 45º.
The raigth cut at 90º is not
necessary cut it, because it is the
characteristic of the panel.
The measure is only: 300mm.

They are used as supplemen
 to strip normal (SN) to built

elbow, wye, offset and
special pieces.

Application examples of the strip special (SS)
in the construction pieces.
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-tool “base”

thickness
panel: 20mm

45º45º45º
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The tool “ ” model is
composed by two pieces:
       -BASE
       -MODULE

BASE

1 
2 

The module nº
is useful alone
for the first cut.

2

        For the other cuts it
should be removed.

length of blade: 22mm

1

2

panel 20mm
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